
PRODUCT DESCRIPTION

VpCI®-340 CLP is formulated to provide exceptional cleaning, 
lubrication, and protection to both small and large caliber 
weapons. Designed to meet MIL-PRF-63460, “Cleaner, Lubricant, 
and Preservative for Weapons and Weapons Systems,” VpCI®-340 
CLP leaves a thin film which dramatically reduces friction and 
wear under load while still offering corrosion protection in humid 
and saline conditions. VpCI®-340 CLP is designed to loosen dirt, 
firing residue, and wear debris, essential to the operation and 
maintenance of firearms.

VpCI®-340 CLP can be used in a wide array of commercial and 
industrial applications. With the exceptional lubrication and 
corrosion protection offered by VpCI®-340 CLP, moving parts can 
be protected in both indoor and outdoor operations. VpCI®-340 
CLP can be applied by spray, dip, or brush for up to 24 months 
of protection.

FEATURES

•	Low pour point and high flash point
•	Loosens organic and inorganic residue
•	Forms superior lubricating film
•	Excellent water displacing characteristics

TYPICAL APPLICATIONS

•	Firearm maintenance and storage
•	Lubrication and protection of machines and other equipment
•	Temporary coating for storage and shipment

TYPICAL PROPERTIES
 

Appearance Clear, Dark Amber liquid

Removal method Alkaline cleaners or solvent

Density 7.0-7.1 lb/gal (0.84-0.86 kg/l)

Viscosity 14-17 cSt (at 25 °C)

Pour Point <-74 °F (-59 °C)

Flash Point 230 °F (110 °C)

STANDARD TEST METHODS

Results

ASTM B117 Salt Spray 120 hours

ASTM D1748 Humidity 2800+hours

ASTM D4172 Four Ball Wear 0.5mm scar

ASTM D5620B Thin Film Falex Pin and Vee Pass

VpCI®-340 CLP



FOR INDUSTRIAL USE ONLY
KEEP OUT OF REACH OF CHILDREN
KEEP CONTAINER TIGHTLY CLOSED
NOT FOR INTERNAL CONSUMPTION
CONSULT SAFETY DATA SHEET FOR MORE 
INFORMATION

Distributed by:

4119 White Bear Parkway, St. Paul, MN  55110  USA
Phone (651) 429-1100, Fax (651) 429-1122
Toll Free (800) 4-CORTEC, E-mail info@cortecvci.com
www.cortecvci.com

LIMITED WARRANTY
All statements, technical information and recommendations contained herein are based on tests Cortec® Corporation 
believes to be reliable, but the accuracy or completeness thereof is not guaranteed.

Cortec® Corporation warrants Cortec® products will be free from defects when shipped to customer.  Cortec® Corpora-
tion’s obligation under this warranty shall be limited to replacement of product that proves to be defective.  To obtain 
replacement product under this warranty, the customer must notify Cortec® Corporation of the claimed defect within six 
months after shipment of product to customer.  All freight charges for replacement products shall be paid by customer.

Cortec® Corporation shall have no liability for any injury, loss or damage arising out of the use of or the inability to 
use the products.
BEFORE USING, USER SHALL DETERMINE THE SUITABILITY OF THE PRODUCT FOR ITS INTENDED USE, 

AND USER ASSUMES ALL RISK AND LIABILITY WHATSOEVER IN CONNECTION THEREWITH.  No representation 
or recommendation not contained herein shall have any force or effect unless in a written document signed by an 
officer of Cortec® Corporation.

THE FOREGOING WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES, EXPRESS, IMPLIED 
OR STATUTORY, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTY OF MERCHANTABILITY OR 
OF FITNESS FOR A PARTICULAR PURPOSE.  IN NO CASE SHALL CORTEC® CORPORATION BE LIABLE FOR 
INCIDENTAL OR CONSEQUENTIAL DAMAGES.

Printed on recycled paper    100% post consumer

Revised: 07/18/17. Supercedes: 01/21/10. ©Cortec Corporation 2002-2017 of Cortec Corporation.  
All Rights Reserved. Copying of these materials in any form without the written authorization of Cortec Corporation is strictly 
prohibited. 2017, ©Cortec Corp. ISO accreditation applies to Cortec’s processes only.
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MIL PRF-63460 REQUIREMENTS AND RESULTS

Test Requirement Result

ASTM B117 (Salt Spray) 90 hours 120 hours

ASTM D1748 (Humidity) 900 hours 2200+ hours

ASTM D4172 (Four Ball Wear) < 0.8 mm scar 0.5 mm scar

ASTM D5620B (Thin-Film Falex 
Pin and Vee)

>500 lbs sustained 
load

Pass

Viscosity at -40 °C (Solvent-free) <5000 cSt 2600 cSt

MIL PRF-63460 Corrosivity Testing
Zinc
Aluminum
Brass
Steel
Copper
Magnesium
Cadmium

1.5 mg/cm2 max.
0.2 mg/cm2 max.
1.0 mg/cm2 max.
0.2 mg/cm2 max.
1.5 mg/cm2 max.
0.5 mg/cm2 max.
1.5 mg/cm2 max.

-0.003 mg/cm2

+0.003 mg/cm2

-0.003 mg/cm2

-0.003 mg/cm2

-0.011 mg/cm2

+0.011 mg/cm2

0.000 mg/cm2

Firing Residue Removal >40% Pass

Chemical Agent Detector Paper Pass Pass

Graphite Free Pass

Free of Ozone-depleting Substances Pass

STORAGE AND PACKAGING

VpCI®-340 CLP is available in 5 gallon (19 liter) pails, 55 gallon 
(208 liter) drums, liquid totes and bulk. The product should be 
sealed before storage. The shelf life of VpCI®-340 CLP is 24 
months.

Note: Please see the Safety Data Sheet (SDS) for proper handling 
of product.


