
MCI®-2050

DESCRIPTION

MCI®-2050 is a water-based, 
ready-to-use product developed 
to prevent the buildup of common 
construction or industrial 
“sticky” substances.  MCI®-2050 
forms a thin protective film to 
which concrete, asphalt, dirt, 
or other debris will not stick.  
MCI®-2050 can be applied to 
various equipment (concrete, 
asphalt, construction, snow 
removal, etc.), concrete forms, 
concrete pumping or ready-mix 
trucks, buses, trains, etc. MCI®-
2050 contains time-proven MCI® 
technology to inhibit corrosion 
of a multitude of metals.

PACKAGING & STORAGE

MCI®-2050 is available in 5 gallon 
(19 L) pails, 55 gallon (208 L) 
drums, liquid totes, and bulk.

T o  e n s u r e  b e s t  p r o d u c t 
performance, store in original 
packaging, indoors, and out 
of direct sunlight at 40-77 °F 
(4-25 °C).

Shelf life: 1 year

WHERE TO USE

MCI®-2050 is recommended for:

•	 Concrete forms as a release agent and corrosion inhibitor
•	 Concrete ready-mix trucks
•	 Concrete finishing tools
•	 Concrete pumping equipment
•	 Shotcrete, gunite, and spray equipment.
•	 Concrete and mortar mixes
•	 Asphalt trucks and equipment
•	 Farming equipment
•	 Construction equipment
•	 Any tools and equipment subject to dirt and dust

ADVANTAGES

•	 Protects ferrous and non-ferrous metals against corrosion
•	 Excellent release agent to many sticky substances
•	 Water-soluble
•	 Environmentally safe
•	 Non-flammable
•	 Safe to use
•	 Easy to apply
•	 Effective alternative when diesel, oil, and solvents are not acceptable
•	 Reduces labor and clean-up costs
•	 Contains corrosion inhibitors to inhibit corrosion and increase equipment life

HOW TO USE

MCI®-2050 can be applied to all surfaces by spray, brush, or roller.

COVERAGE

Application rates vary depending upon surface type.  However when applying 3 mils 
to surface, about 500 ft2 will be covered per gallon.

APPLICATION

Make sure vehicles, forms equipment, and hand tools are clean and free of any concrete, 
asphalt, dirt, and debris.  Wet the surface you wish to protect with MCI®-2050, and 
apply an even film with a clean sprayer, roller, or brush.  In most applications MCI®-
2050 needs to be reapplied everyday when the surface appears dry or non-tacky, 
especially if equipment will be washed each day.



LIMITED WARRANTY
All statements, technical information and recommendations contained herein are based on tests Cortec® Corporation believes to be reliable, but the accuracy or completeness thereof is not guaranteed.

Cortec® Corporation warrants Cortec® products will be free from defects when shipped to customer.  Cortec® Corporation’s obligation under this warranty shall be limited to replacement of product that proves to be defective.  To obtain replacement 
product under this warranty, the customer must notify Cortec® Corporation of the claimed defect within six months after shipment of product to customer.  All freight charges for replacement products shall be paid by customer.

Cortec® Corporation shall have no liability for any injury, loss or damage arising out of the use of or the inability to use the products.
BEFORE USING, USER SHALL DETERMINE THE SUITABILITY OF THE PRODUCT FOR ITS INTENDED USE, AND USER ASSUMES ALL RISK AND LIABILITY WHATSOEVER IN CONNECTION THEREWITH.  No representation or recommendation not 
contained herein shall have any force or effect unless in a written document signed by an officer of Cortec® Corporation.

THE FOREGOING WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES, EXPRESS, IMPLIED OR STATUTORY, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTY OF MERCHANTABILITY OR OF FITNESS FOR A PARTICULAR 
PURPOSE.  IN NO CASE SHALL CORTEC® CORPORATION BE LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES.

©2025 Cortec® Corporation. 
All Rights Reserved. Unauthorized copying and/or manipulation of these materials, in any form, is strictly prohibited without the prior written authorization of Cortec® Corporation. ISO accreditation applies solely to Cortec’s processes.
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TYPICAL PROPERTIES

Appearance Milky white liquid
pH 9.5-10.5 (Neat)
Density 8.2-8.3 lb/gal (0.98-0.99 kg/L)
Non-volatile Content 8-11%


